5065 Series 1.27 mm Card Edge Connector with Flanges

Insulator material

General specifications

High temperature plastic, UL94V-0, color: black

Contact material Phosphor bronze
Current rating 1A

Contact resistance 30 mQ max.
Insulator resistance 1000 MQ min.

Dielectrical withstanding

500 VAC for 1 min

Operating temperature

-55°C to +105 °C

Soldering

Lead free wave soldering process

compliant

Mechanical dimensions

Rev. 2.0

info@nexus-de.com phone +49 (0)531/23 142-0

Unit: mm
Dim. B R0.60 Dim. A+0.10 .
1.27 2x@23.2\ 1.27 8
1 Sl d 4| 3
@ P 3
LR CC YO LI CI CI Y CT L] © " @
2 — a2
o o|w v N4
% & g A & A
[ce]
NE & ——¢ $
Oy A A Pany
= R® V—& %
Dim.A #1 21.02°05 #1
Recommended P.C.B. layout top view
_ 0.60
Dim. C
i '.=1.90i0.13
D - Z R 1) Contacts| Dim. A | Dim. B[ Dim. C| Dim. D[ Dim. E[ Dim.
N | | 10 508| 7.62| 10.80| 16.76] 21.84| 7.37
© | | © 12 6.35] 8.89| 12.07] 18.03] 23.11| 864
~ : : p \ J 20 | 11.43| 13.97| 17.15| 23.11| 28.19] 13.72
| | 4 26 | 15.24| 17.78| 20.96| 26.92| 32.00] 17.53
L o N\_ 1 . 30 | 17.78] 20.32| 23.50| 29.46| 34.54| 20.07
N 40 | 24.13| 26.67| 29.85| 35.81| 40.89| 2642
T T T T 50 | 30.48| 33.02| 36.20| 42.16] 47.24| 32.77
: : : : 60 | 36.83] 39.37| 42.55| 48.51] 53.59] 39.12
| | | BE] 80 | 49.53| 52.07| 55.25| 61.21] 66.29| 51.82
| | | | | é 100 | 62.23] 64.77| 67.95| 73.91| 78.99| 6452
: : I | : : [F:ﬂ Fr 120 | 74.93] 77.47| 80.65| 86.61] 91.69| 77.22
O
2.54 2.54
Dim. D 7.62
Dim. E
1.57+0.13
.
20°
K—
(=]
S 3
\ |
Tolerances 0'90#0'05
Linear | X 038 Dim. F+0.12
XX $0.25
XXX_£0.20
Part numbering guide
Series No. of contacts Contact plating
S = THT straight see table B = Flashgold*
E =10 u” gold
F =154 gold
* standard
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