5050 Series

0 mm SMT Card Edge Connector

Insulator material

General specifications

LCP, UL94V-0, color: black

Contact material Brass

Current rating 1.7A

Contact resistance 30 mQ max.
Insulator resistance 1000 MQ min.

Dielectrical withstanding

500 VAC for 1 min

Operating temperature -40°C to +105 °C
Soldering JEDEC lead free reflow soldering process
&
(] D
compliant
Mechanical dimensions
Unit: mm
Dim. C
Dim. D Dim. B
Dim. A Dim. A
,0.80 1.50 1 0.80
annn{ | honnoo
uoq m[hl]l]l]l]l]l]l][]l]l]ﬂl]l]l]l]l]m noooon lacad nooono Contacts| Dim. A | Dim. B | Dim. C | Dim. D | Dim. E
X 8 40| 1520 17.35| 20.60| 18.20] 17.20
2x@1.05 77| ™~ 60 23.20[ 25.35] 28.60] 26.20] 25.20
/]I[III (o0nonuoonoonoD: - 70| 27.20] 29.35] 32.60] 30.20] 29.20
0.50 ol
#1 N
|
Recommended P.C.B. layout
top view
8.0t0.10
Section A-A
Daughter card requirements
1.60+0.05 P!
=1
\/‘\ T
mw h ? S
[se) )
1.00 :
D!m- A ST C0.3 Solder side
Dim. E ol
Component side
Tolerances
Linear |.X +0.38
XX £0.25
XXX_£0.20
Part numbering guide
I I I
| 5050V |— 40 | B T
Series No. of contacts Contact plating Packing
V = SMT vertical 40, 60, 70 B = Flashgold* T = Tube
D= 5p”gold
E =10 u” gold
F =154 gold * standard
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