0116 Series CF SMT Type Il w/ Ejector,

doff 0.0/2.2 mm

Insulator material LCP, UL94V-0, color: white

Contact material Copper alloy, plating: gold over nickel
Current rating 05A

Voltage rating 100 V AC/DC

Contact resistance 40 mQ max.

Insulator resistance 1000 MQ @ 500 VDC

Dielectrical withstanding

500 VAC for 1 min

Operating temperature -55°C to +85°C
Durability 10000 cycles
Soldering JEDEC lead free reflow soldering process &
compliant
Mechanical dimensions
Unit: mm
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Pintype | Dim.L | Pin number Jf HHHHHHHHHHHHHHHHHHHHﬂﬂ[ﬂﬂﬂﬂHHHHHHHHHHHHHHHHHHH 8
Detect | 3.50 25, 26 ﬁ 3 K #25 0.63 #26 @
General 4.25 all other pins o #50 #1
Power 500 | 1,13,38,50 Recommended P.C.B. layout
Tolerances
Linear [ X. 0.5
X  +03
XX 0.2
Part numbering guide
| 0116 —— F| 1 2 0
Series Contact plating Position peg distance Standoff Ejector Packing
D= 5u” gold 1 =40.16 mm 0 = w/o standoff 0 = w/o Ejector Tray only
F = 15u” gold* 2=220mm A = w/ Ejector 34.70 mm
J = 30u” gold B = w/ Ejector 41.30 mm
* standard
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