3149 Series

D-Sub High Powe

aig

Insulator material Glass filled polyester, UL94V-0, color: black
Contact material Copper alloy j
Shell material Steel, plating: tin
Lock link Copper alloy, plating: tin over nickel
Signal contact rating 3A
(Power) Contact resistance (2.7 mQ max.) 10 mQ max.
Insulator resistance 5000 MQ min.
Dielectrical withstanding 1000 VAC for 1 min
Operating temperature -55°Cto +125°C
Durability 100 cycles
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Part numbering guide
I [R | [R | D
| 3149F | 20| B B 0
Series Power contacts Power contact plating Signal contact plating Mounting type
F = Female 20 =20A B = Flashgold B = Flashgold 0 = w/oscrews
M = Male 40 =40 A F =15u" gold F =15u" gold B = w/rivited front bolts 4.0 mm
J =30u"gold J =30u"“gold C = w/rivited rear bolts 4.0 mm
D = w/ ground standoff 7.0 mm * standard
NEXUS COMPONENTS

competence in electronics |nexus|



3149 Series D-Sub High Power 25W3 Straight 20/40 A

Mechanical dimensions

Unit: mm
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Type 0 (w/ @3.05 holes) Type B (w/ rivited front bolts) | Type C (w/ rivited rear bolts)  [Type D (w/ ground standoff)
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