3698 Series

General specifications
Insulator material Glass filled thermoplastic, UL94V-0
Contact material Brass .
Shell material Steel
Current rating 15A
Voltage rating 40 VAC max.
Contact resistance 20 mQ max.
Insulator resistance 1000 MQ min.
Dielectrical withstanding 500 VAC for 1 min
Operating temperature -20°C to +85 °C
Soldering Lead free wave soldering process &
(] Dd e
3698G compliant
Mechanical dimensions
3608 36.69 £0.25 Unit: mm
24+1 pin 32.51 £0.10
1.905 +0.13
4xR0.50 ! o
o */ ’ L ' 2 ' I-I-I
2 4 - ; %g[(‘mﬂﬂ [33553a3T 1N
p P 2 1P e =
: ¥ — N 4zt ity
o 1.54 | | 1 :\4XR0.30 - il
- e 2417 40. Pin 14
= 24.17£0.25 - le—— 26.00 £0.15 ——=
|
9 Recommended
P.C.B. layout
B g = ‘
11.05 +0.25
3.00 £0.30 HHHHH
12.50 +0.25 mf <
3
|
3698 36.69 +0.25
. 24.17 +0.15
24+5 pin 1 90
2.54 o
— i — - Z
. s o . Jla o sogsswwe] i 3
7.90 £0.10 H NP & C) e i | B L, Ry
/ — In - I_'_ —|
2543013] ., ' 23.20 M L
) 26.0
4xPitch 2.54 High 3.63 Pin 14
8.26 32.51
14.00 Recommended
P.C.B. layout
B og @ I g
6.15 $0.15 11.05 +0.25 s e 2
1 l ] 8
{ 3
meg L]
3.00 £0.30 i u
Tolerances m_
Linear [ XX +0.25
XXX +£0.13
Part numbering guide
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Series . No. of contacts  Contact plating Color Packing
M =Male straight 25,29 B = Selective flashgold B = Black Y =Tray
C = 3u“gold W = White
F =15u" gold
J =30u" gold* * standard
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