3552 Series

SATA 7+15 Pin Male St

General specifications

Insulator material High temperature plastic, UL94V-0
Contact material Copper alloy, plating: gold over nickel
Latch material Copper alloy, plating: tin over nickel
Current rating 15A

Contact resistance 30 mQ max.

Insulator resistance 1000 MQ min.

Dielectrical withstanding 500 VAC for 1 min

Operating temperature -20°Cto +85°C

Soldering Lead free wave soldering process

compliant

Mechanical dimensions

Rev. 2.0

info@nexus-de.com
www.nexus-de.com

phone  +49 (0)531/ 23 142-0
fax

+49 (0)531/ 23 142-55

Unit: mm
17.78 7.62
22.00 127 21.50
‘ 1 ‘ l%’ﬁc ‘
A e
| | d 8
I NS
<
42.90
AF
8 [ : r
N —
Sl
1.15 A= AA M
20.57 10.41
41.13
37.19
8 |
2 1
g iuu
o LHJ U I
Uu vuuuu U uu ..0...50.... ‘
38.30 |
38.30
8.26
0220 | & 1.90 210 ” 1L
o o o o o o +
O 0O 0O 0O 0O O #| o © 4
#15 #1 o
127, a7 S
17.78 7.62
Tolerances Recommended P.C.B.Layout
Linear |.X +0.30
XX  +£0.25
Part numbering guide
3552 S F T
Series . Contact plating Packing
S =THT straight B =Flashgold T =Tube
F =15 u“ gold*
* standard
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