1220 Series

1.27 x 2.54 mm Box Head

Insulator material

Nylon-6T, UL94V-0, color: black

General specifications

Contact material Brass

Current rating 1A

Contact resistance 20 mQ max.
Insulator resistance 1000 MQ min.

Dielectrical withstanding

500 VAC for 1 min

Operating temperature

-40 °C to +105 °C

Soldering

Lead free wave soldering process

1290, CA0005 or cable assembly

&

compliant

Mechanical dimensions

Rev. 2.0

info@nexus-de.com
www.nexus-de.com fax

phone  +49 (0)531/23 142-0

+49 (0)531/ 23 142-55

Unit: mm
&
#2 ol
- 1T — ]I Li 1.27+0.05
< \u HEEDE B EEE B o o —@——@ ‘@—@@J
12208 @ s g
//u oomooo u\n oo B--OlF0 -0--0-
O
1= e — 20.75°8%8 <
0.46° b
#1 Recommended o
] P.C.B. layout
2 3
0|
3
L 1L [ap]
| 1.27 254
L1 -
L2 '
0.46°
(=]
#2 S
& 7 [ 7 | _ (No. of contacts _
\H | | L1—(—2 1)x1.27
OEo@oEQ OoE @ _ ( No. of contacts
1220R $ g 8 L2 = (T) x 1.27 +7.88
N © )
/; Oz @mee@aa@Ee
i e
#1
3 2
[te) 0| ><
£
— (=)
- Qrdercpde
l a1 dimensions
3 Index  Dim. X
8 O — S none 0.23
| faer | 01 5.00
Tolerances L1 3.20 02 : 6.50
Linear [X  £0.38 L2 ! : other pin length on
XX +0.25 customer request
Part numbering guide
| 12205 - 10 | | B|
Series No. of contacts ~ Contact plating  Dimensions index
S = THT straight 10to 100 B =Flashgold  series 1220R only
R = THT right angle E =10u” gold see table
F =15u” gold
J =304 gold * standard
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