5061 Series

1.27 mm Card Edge SMT Connector

Insulator material

General specifications

PPS, UL94V-0, color: brown

Contact material Copper alloy
Current rating 1A
Voltage rating 125 VAC
Contact resistance 30 mQ max.
Insulator resistance 1000 MQ min.
Dielectrical withstanding 500 VAC for 1 min
Operating temperature -55°C to +105°C
Soldering JEDEC lead free reflow soldering process
compliant
Mechanical dimensions
Unit: mm
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Contacts| Dim. A | Dim. B | Dim. C| Dim. D | Dim. E
40 13.34| 10.16| 13.97| 12.95| 34.04
60 26.04| 22.86| 26.67| 25.65| 46.74
80 38.74| 35.56| 39.37| 38.35| 59.44
100 51.44| 48.26| 52.07| 51.05| 72.14
120 64.14| 60.96| 64.77| 63.75| 84.84
Tolerances
Linear |[.X +0.38
XX +0.25 i
WXX £0.20 continued on page 2
Part numbering guide
[ 5061V [ 40
Series No. of contacts Contact plating
V = SMT vertical 040, 060, 080, 100 B = Flashgold
120 (PCI, color: white) E = 10 u” gold
F = 15u” gold
* standard
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5061 Series 1.27 mm Card Edge SMT Connector Dual Slot

Mechanical dimensions

Unit: mm
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Daughter card requirements (solder side)
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